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- U.S. DEPARTMENT OF LABOR Farm Aonioved o7
____ Occupational Safety and Health Administration : :
SECTION |
MANUFACTURER'S NAME EMERGENCY TELEPHONE NO.
‘Mitann, Inc. £213) 883-4700
ADDRESS (Number, Street. City, State, and ZIP Code)
] CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS
Zip Aerosol D-5067
CHEMICAL FAMILY FORMULA
Petroleun Rust Preventive Compound -
5-* e -~ SECTIONH - HAZARDOUS INGREDIENTS - - -
i;.&, ) PAINTS, PRESERVATIVES, & SOLVENTS * | % u’;;-“;' ALLOYS AND METALLIC COATINGS % | gL, B
PIGMENTS BASE METAL
———me——— | CATALYST — T I ALLOYS -
¢ <
VEHIGLE METALLIC COATINGS
SOLVENTS §§c;‘§‘c"o'£$'f£é‘ OR CORE FLUX
ACDITIVES OTHERS
OTHERS
- ‘ HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % (J,l;a\tl,;
Stoddard solvent 15!500 (ebt.)
Petroleum fractions, Mineral oil, and wax 10} N.A.
Halogenated Hydrocarbons 7511000

b s NS

SECTION 111 - PHYSICAL DATA

BOILING POINT (°F.) SPECIFIC GRAVITY (H0=1)

PERCENT, VOLATILE

VAPOR PRESSURE (mm He.) @Y VOLUME (%)

VAPOR DENSITY (AtR=1) ’ EVAPO RATION RA’I)E

SOLUBILITY IN WATER

| APPEARANCE AND OOOR

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLASH POINT (Method used) FLAMMABLE LIMITS

Ust

> 100 TCC

EXTINGUISHING MEDIA

Carbon Dioxide, dry chemicals, foam

SPECIAL FIRE FIGHTING PROCEDURES

L

UNUSUAL FIRE AND EXPLOSION HAZARO
explode if subjected to heat above 120°F.
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SECTION V - HEALTH HAZARD DATA

[&FFEcTS OF OVEREXFOSURE

THRESHOLD LIMIT VALUE

£.)

Light headedness, giddiness, shortness of breath, po §§ ible gg;ggsj,s

possible cardiac arrhythmias at high ccncentration .

EM&RGENCY ANO F1 RST AID PROCEDURES

. SECTION VI - REACTIVITY DATA

sTasiLTY UNSTABLE CONDITIONS TO Avo'Bpen flames or high temperatures
e lSTABLE | ] xx S —— . R §
C T Materals to avoid)
™ Xi"{;ﬁ’b‘é Ai “iinemearth metals - powdered almn:lnum, zinc, beryllium, etc. .
| HAZARDOUS DECOMPOSITION. T
Hydrochloric and Hydrofluoric acids, Phosgene, Carbon Dioxide, Carbon Monoxide.
CONDITIONS TO AVOLD
| mazaRDOUS o |MAvQcCuR = s e
.| POLYMERIZATION
WwiLL NOT OCCUR xx

SECTION VIiI - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Use absorbent material to pick up liquid. Ventilate area and remove open flame.

WASTE DISPOSAL METHOD
Bury saturated absorbent material.

SECTION VIiI - SPECIAL PROTECTION INFORMATION

T RESPIRATORY PROTEGCTION 'Specxfy type)

Use air mask in high concentrations

LOCAL EXHAUST SPECIAL

When large amounts are released
-MECHANICAL (General) ) OTHER
n low areas-

VENTILATION

PROT CTIV YE PROTELTION

OTHER PROTECTIVE EQUIPMENT

3T N L TR

Sod T IX - SPECIAL FRECAUT ;;nm

PRECAUTIONS TO BE TAREN IN HANDLING AMD STORING .
Store contairers in clean dry area.

Store in tewpersture below 120°F.

4 OTHER PRECAUTIONS

For Industriai uvss osaly.

3ﬁng liquid en handling liquid, face shield or glassdgs
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